




































High Speed Centrifuge

Benchtop High Speed Centrifuge
Widely used in clinical medicine, biochemistry, genetic engineering, immunology, and other fields.

DL-2012H（Benchtop） DL-2018H（Benchtop） DL-3021H（Benchtop） 

LCD touch screen with microprossessor control. All 
functionsand parameters are integreted for easy operation.
Working program, centrifugal force, speed, centrifugation
 time, lifting speed, and simultaneous display with rotor model on LCD.
Brushless AC Inverter Motor with paticular drive modules,
thatmakes the centrifuge with low noice and long service life.
Parameters can be adjusted during running without stopping.
Better acceleration and deceleration times,within 15S[H0.512].

FEATURES UNIQUE

15 acceleration/deceleration gears forvarious types of sampls.
Timing at set rpm/ Timing at start up.
Programmable Differential RCF program5 reserved programs can be set by use
Fixed-angle rotors can be autoclaved at121C for 2 hours.
Countdown function: Count down in seconds and display the remaining workin
time in real-time.

TECHNICAL

20 optional programmable centrifuger-ation programs improve
 work eficiengy.
SOFT BRAKE design prevents sampleresuspension and protect
 your sensitivesamples.
Optional RS485 contact.

SAFETY

Safe lids system works as soon as the centrifuge activated. 
Double-layer steel construction create a sturdy and safe chamber.
Double-layer steel structure to prevent corrosion from corrosive substances.
Automatic unbalance detection auto-shutdown when unbalance alarms,
Automatic identification of magnetic rotors, without the need for manual settin
of rotor models, and overspeed protection.

 Model DL-2012H【Benchtop】 【Benchtop】 【Benchtop】DL-2018H DL-3021H

Max. Speed 15500rpm 18800rpm 21000rpm
Max. RCF 23449xg 26870xg 30410xg

Max. Capacity 5ml×12 10ml×12 100ml×6
Speed Accuracy ±10rpm

Timer 1s~99h59min59s/with continuous mode, short spin
Noise ≦50dB ≦58dB

Test solution temperature rise Test solution temperature rise<10℃ after 20 minutes of operation 
Power Supply 220V 50Hz 10A

Power 280W 400W 700W
Weight 22Kg 28Kg 45Kg

Dimension(D*W*H) 325×275×265mm 426×322×340mm 485×370×400mm
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Rotor  Model Capacity Max rpm / RCF

H0.512 0.5ml×12
Max. Speed 18800rpm 21000rpm

Max. RCF 18967xg 23666xg

H0212 1.5ml/2.2ml×12
Max. Speed 18800rpm 20000rpm

Max. RCF 26870xg 30409xg

H0224 1.5ml/2.2ml×24
Max. Speed 15800rpm 16500rpm

Max. RCF 24365xg 25871xg

H0236 1.5ml/2.2ml×36
Max. Speed / 16000rpm

Max. RCF / 24327xg

H0512 5ml×12
Max. Speed 16000rpm 16500rpm

Max. RCF 19462xg 20240xg

H1012 10ml×12
Max. Speed 13500rpm 14500rpm

Max. RCF 17645xg 21390xg

H1508 15ml×8
Max. Speed / 12200rpm

Max. RCF / 14967xg

H0524 5ml×24
Max. Speed / 12000rpm

Max. RCF / 16904xg

H1024 10ml×24
Max. Speed / 12000rpm

Max. RCF / 15455xg

H3006 30ml×6
Max. Speed / 14500rpm

Max. RCF / 20450xg

H5006 50ml×6
Max Speed / 12000rpm
Max. RCF / 16904xg

H8504 100ml×4
Max. Speed / 12000rpm

Max. RCF / 16904xg

H8506 100ml×6
Max. Speed / 12000rpm

Max. RCF / 19320xg

H0.548 0.5ml×48
Max.Speed / 16000rpm
Max. RCF / 22324xg

H0.232 0.2ml×4×8
Tandem PCR Tub

Product Model DL-2018H【Benchtop】 【Benchtop】DL-3021H

Max. Speed 13500rpm 14500rpm
Max. RCF 14059xg 16219xg

H0.136 36 Capillary Rotor
Max. Speed 12000rpm 15000rpm

Max. RCF 16904xg 20236xg

P5004Horizontal Rotor 50ml×4
Max. Speed / 5000rpm

Max. RCF / 3913xg

E4002 48Well ×2×2
Max. Speed / 5000rpm

Max. RCF / 2375xg

Rotor Portfolio



Mini Spin 

2002H/ Mini Spin would be used in below processes: separating serum from 
the blood cells,Extract supernatant from various biological samplesRapid sa-
mple sedimentation,Separation of trace blood cellsMicrobial sample proces-
sing,PCR experimental zone centrifugation.

2006H/ Mini Spin would be used in below processes: separating serum from 
the blood cells,Extract supernatant from various biological samplesRapid sa-
mple sedimentation,Separation of trace blood cellsMicrobial sample proces-
sing,PCR experimental zone centrifugation.

Mini space for max spin.
Quite with stable running.

FEATURES

UNIQUE

Wide voltage range from 85V-244V.

TECHNICAL

Deliver with 2 rotors with multiple usage.

SAFETY

Safe lids system works as soon as the centrifuge top open,
high strength material to prevent any broken.
Mini DC motor to prolong usage time.
High strength complex whole material with quality ensurance 
system.

FEATURES

Plastic ball top with multiple rotors.
Innovative and unique in appearance, versatile and practical.

UNIQUE

LED display ,Timing at set pm/Timing at startup Spot spin centrifugation
Easy to change rotor withunique rotor lock design.

Used in multiple rotors and tube set with 1.5ml, 0.5ml. 0.2ml
and 0.2ml tube with 8 sets in PCR.
Open top cover,centrifuge would stop.

TECHNICAL

SAFETY
Safe lids system works as soon as the centrifuge top open,
high strength material to prevent any broken.
Mini DC motor to prolong usage time.
High strength complex whole material with quality ensurance system.

Model   DL-2002H DL-2006H

Max. Speed 7000rpm 12000rpm
Max. RCF 2350xg 7900xg
  Speed Accuracy ±20rpm

Noise ≦40dB ≦45dB
Max. Capacity 2ml×8
Power Supply 85~245V  /  50-60Hz

Weight 1.5Kg
Power 40W 50W

Dimension(D*W*H) 150×180×120mm

Technical Parameter
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DL-2002H DL-2006H
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Model DL-2002H DL-2006H

Rotor Capacity Max rpm/RCF

NO1: Angle Rotor 1.5/2.0ml×8
Max. Speed 7000rpm 12000rpm

Max. RCF 2350xg 7900xg

N02: Tandem Rotor 0.2ml×4×8
Max. Speed 7000rpm 12000rpm

Max. RCF 2350xg 7900xg
Adapter 0.2ml、0.5ml

Rotor Portfolio

Refrigerated High Speed Centrifuge

Applied in clinical medicine, biopharmaceuticals, biochemistry, genetic engineering and other fields,used for the separation and extraction of large
quantities of blood products and samples.

LCD Display Type

DL-2026HR(On Floor)

Steel structure to prevent corrosion from corrosive substances.
Small and compact body, equipped with a large torque variable
frequency motor for faster acceleration and deceleration, 
improving usage efficiency.

FEATURE UNIQUE

Imported compressor with dual temperature control for refrigeration
and heating,the unique heat dissipation system ensure the best 
refrigeration effect of the instrument.
Equipped with various protections such as overspeed, over temperature, 
imbalance, and door cover self-locking, ensuring personal and machine
 safety.

USER-FRIENDLY DESIGN

Working program, centrifugal force, speed,centrifugation time.
lifting speed, and simultaneous display with rotor model on LCD.

SAFETY
Brushless AC variable frequency motor drive.
using tdedicated drive module to ensure circuit reliability.



Model   DL-2026HR（Vertical）

Max. Speed 21000rpm

Max.RCF 47580xg
Max. Capacity 750ml×  4

Speed Accuracy ±30rpm
Timier 1 min～23h59min

Temp. Range -20℃~40℃
Temp. Accuracy ±2℃

Mini Speed up/down Time 168s/168s
Noise ≦65dB

Power Supply AC220V  50Hz  35A
Weight 190Kg
Power 3500W

Dimension(D*W*H) 825×625×910mm

Rotor Portfolio

Technical Parameter
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Roter. NO. Capaacity Max.Speed Max. RCF

10ml×16 21000rpm 47580xg
50ml×6 20000rpm 43000xg
50ml×8 15000rpm 27720xg

100ml×8 13000rpm 19830xg
250ml×6 12000rpm 21700xg
500ml×6 8000rpm 11680xg

NO1:Angle Rotor
NO2:Angle Rotor
NO3:Angle Rotor
NO4:Angle Rotor
NO5:Angle Rotor
NO6:Angle Rotor
NO7:Angle Rotor 250ml×4 13000rpm 23420xg

NO8:Horizontal Rotor. 750ml×4 4000rpm 2300xg



High Speed Refrigerated LCD Screen Centrifuge

Features

Microcomputer control, large-screen color LCD display, full touchscreen operation interface.
Working program, centrifugal force, speed, centrifugation time, lifting speed, and simultaneous display with rotor model on LCD.
Brushless AC variable frequency motor drive, using dedicated drive module to ensure circuit reliability.
Parameters can be changed freely during operation without the need to stop the machine.
 Fastest lifting and lowering speed≤ 15s[H0.512].
ECO shut-off engages after cooling down to set temperature reduce energy consumption and extend compressor life.
Fast Cool&Quick Lock cools down to 4°C in only 5 minutes.

UNIQUE

15 acceleration/deceleration gears for various types of samples.
Timing at set pm/Timing at startup Spot spin centrifugation.
Programmable Differential RCF program 5 reserved programs can be set by users.
Fixed-angle rotors can be autoclaved at121C for 2 hours.

TECHNICAL

20 optional programmable centrifugation programs improve work efficiency.
SOFT BRAKE design prevents sample resuspension and protect your sensitive samples.
Countdown function: Count down in seconds and display the remaining working time in real-time.
OptionalRS485 contact.
Built-incondensationdraintoeliminate water accumulation.
Standby Coolingdesignprecools the chamber to set tepmeraturer before operation.

Safe lids system works as soon as the centrifuge activated, Double-layer steel construction create a sturdy and safe chamber.
Double-layer steel structure to prevent corrosion from corrosive substances.
Automatic unbalance detection auto-shutdown when unbalance alarms.
Automatic identification of magnetic rotors, without the need for manual setting of rotor models, and overspeed protection.

SAFETY

DL-2018HR（Benchtop） DL-3020HR（Benchtop） DL-3021HR（Benchtop）

DL-3022HR（Benchtop） DL-2012HR（Benchtop）DL-3024HR（Benchtop）



Technical Parameter

Model DL-2018HR
【Benchtop】 【Benchtop】

DL-3020HR DL-3021 DL-3022HR DL-3024HR
【Onfloor】

   DL-2012HR

Max. Speed 18800rpm 24000rpm 23000rpm 23500rpm 24000rpm 15500rpm
Max.RCF 26870xg 40217xg 36796xg 38487xg 40217xg 23449xg

Max.Cpacity 10ml×12 750ml×4 100ml×6 300ml×4 750ml×4 1.5ml/2.2ml×24
Speed Accuracy ±10rpm

Temp Range -20℃~40℃
Temp. Accuracy ±1.0℃

Timer 1s～99h59min59s/with continuous mode, short spin
Noise ≦58dB ≦50dB

Power Supply 220V 50Hz 10A 220V 50Hz  5A
Frequency 1000W 1800W 1500W 1500W 2000W 380W

Weight 70Kg 108Kg 90Kg 95Kg 120Kg 38Kg

Dimension(D*W*H) 613×382×325 666×698×515 510×555×488 570×615×504 750×590×890 540×315×255

DL-2018HR、DL-3020HR、DL-3021HR、DL-3022HR Rotor Portfolio

H0.512 0.5ml×12
Max.rpm 18800rpm 24000rpm 23000rpm 23500rpm
Max. RCF 18967xg 30910xg 28388xg 29636xg

H0.524 0.5ml×24
Max.rpm / 23000rpm 22000rpm 22500rpm
Max. RCF / 40217xg 36796xg 38487xg

H0212 1.5ml/2.2ml×12
Max.rpm 18800rpm 23000rpm 22000rpm 22500rpm
Max. RCF 26870xg 40217xg 36796xg 38487xg

H0224 1.5ml/2.2ml×24
Max.rpm 15800rpm 17500rpm 17500rpm 16500rpm
Max. RCF 24365xg 29890xg 29890xg 25871xg

H0236 1.5ml/2.2ml×36
Max.rpm 14000rpm 16000rpm 16000rpm 16000rpm
Max. RCF 19502xg 25473xg 25473xg 25473xg

H0248 1.5ml/2.2ml×48
Max.rpm 12000rpm 15500rpm 15500rpm 15500rpm
Max. RCF 15584xg 26672xg 26672xg 26672xg

H0512 5ml×12
Max.rpm 16000rpm 17000rpm 17000rpm 17000rpm
Max. RCF 19462xg 21971xg 21971xg 21971xg

H1012 10ml×12
Max.rpm 13500rpm 15500rpm 15500rpm 15500rpm
Max. RCF 17645xg 23261xg 23261xg 23261xg

H1508 15ml×8
Max.rpm / 13000rpm 13000rpm 13000rpm
Max. RCF / 17572xg 17572xg 17572xg

H0524 5ml×24
Max.rpm /

Model DL-2018HR DL-3020HR DL-3021HR DL-3022HR

Rotor Model    Capacity       Max  rpm/RCF

15000rpm 13500rpm 13500rpm
Max. RCF / 21130xg 17115xg 17115xg

H1024 10ml×24
Max.rpm / 12500rpm 12500rpm 12500rpm
Max. RCF / 16770xg 16770xg 16770xg
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【Benchtop】 【Benchtop】 【Benchtop】



DL-3021

H3006 30ml×6
Max.rpm / 15000rpm 15000rpm 15000rpm
Max. RCF / 22640xg 22640xg 22640xg

H5006 50ml×6
Max.rpm / 13000rpm 13000rpm 13000rpm
Max. RCF / 18762xg 18762xg 18762xg

H5008 50ml×8
Max.rpm / 12000rpm 12000rpm 12000rpm
Max. RCF / 16904xg 16904xg 16904xg

H1004 100ml×4
Max.rpm / 12000rpm 12000rpm 12000rpm
Max. RCF / 16904xg 16904xg 16904xg

H1006 100ml×6
Max.rpm / 12000rpm 12000rpm 12000rpm
Max. RCF / 16904xg 16904xg 16904xg

H0.548 0.5ml×48
Max.rpm 13000rpm 16000rpm 16000rpm 16000rpm
Max. RCF 14737xg 22324xg 22324xg 22324xg

H0.232 0.2ml×32
Max.rpm 13500rpm 14500rpm 14500rpm 14500rpm
Max. RCF 14059xg 16219xg 16219xg 16219xg

NO.1 :Horizantal Rotor

NO.2 :Horizantal Rotor

NO.3 :Horizantal Rotor

NO.4 :Horizantal Rotor

NO.5 :Horizantal Rotor

NO.6 :Horizantal Rotor

NO.7 :Horizantal Rotor

750ml×4
Max.rpm

/
4200rpm

/ /
Max. RCF 3727xg

500ml×4
Max.rpm

/
4200rpm

/ /
Max. RCF 3451xg

300ml×4
Max.rpm

/
4500rpm

/
4500rpm

Max. RCF 3645xg 3645xg

100ml×4
Max.rpm

/ / /

/

/

/

/

5000rpm
Max.rpm 4500xg

50ml×4
Max.rpm

/ / /
Max. RCF

Model DL-2018HR DL-3020HR DL-3021HR DL-3022HR

Rotor Model     Capacity       Max  rpm/RCF

10ml×12
Max.rpm

/ / /
Max. RCF

15ml×4
Max.rpm

/ / /
Max. RCF

NO.8 :Enzymatic react-
ion plate rotor

NO.9 :Enzymatic react-
ion plate rotor

NO.10:Enzymatic react-
ion plate rotor

48 ×2×2
Max.rpm

/ / /
Max. RCF

96Well ×2/96
×2×2

Max.rpm
/

5000rpm
/

5000rpm
Max. RCF 4081xg 4081xg

96 ×4/96
×4×2

Max.rpm
/

4000rpm
/ /

Max. RCF 3667xg

Note:Customerized Rotor H0.524、H0.548、H0312、H0324【3ml Vacuum tube】、H0712、H0724【5ml Vacuum tube】

Well 

Well 

Well Well 
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DL-3024HR Rotor Portfolio 

H0.232  0.2ml  ×4  ×8 PCR Tandem Rotor  14500 16219
H0.512 0.5ml×12 24000 30910
H0.524 0.5ml×24 23000 40217
H0.548 0.5ml×48 16000 22324
H0212 1.5ml/2.2ml ×12 23000 40217
H0224 1.5ml/2.2ml ×24 17500 29890
H0236 1.5ml/2.2ml ×36 16000 25473
H0248 1.5ml/2.2ml ×48 15500 26672
H0512 5ml×12 17000 21971
H0524 5ml×24 13500 17115
H1012 10ml×12 15500 23261
H1024 10ml×24 12500 16770
H1508 15ml×8 13000 17572
H3006 30ml×6 15000 22640
H5006 50ml×6 13000 18762
H5008 50ml×8 12000 16904
H1004 100ml×4 12000 16904
H1006 100ml×6 12000 16904

NO.1:Horizontal Rotor

HorizontalRotor：750ml×4 4200 3727
Adapter ：500ml×4    250ml【Corning tube 】×4  100ml×12   50ml【Conical tube】×20
50ml【Adapter】×28    15ml/20ml【Conical tube】×56  10ml

Rotor Capacity Speed(rpm) RCF (xg)

【Vacuum tube】×76   
3/5/7ml【Vacuum tube】×96      5ml【Immunoassay tube】×148  

NO 2. Detached Horizontal Rotor
Horizontal Rotor：3/5ml×96 4200 3727

Uncap adapter： 3/5ml【Vacuum tube】×96
Adapter：100ml×12     50ml【Conical tube 】×20    15ml/20ml【Conical tube】×56

No.3: Anti-contamination
           horizontal rotor

Horizontal Rotor ：750ml×4 4200 3727

Adapter reference No.1、No.2,Except Corning
NO.4 Enzymatic reaction plate rotor Enzymatic 

reaction 
plate

96Well 
Well 

Well 
Well 

 2 / 96  2 2
2

  
2

5000 4081

96  4 / 96  4  
2

4000 3667
×
×

× ×
× ×NO.5 Enzymatic reaction plate rotor



 

Product Portfolio

For  more  details


